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 EVC11
warranty

years
limited2

POWERFUL SAFER 

DURABILITY

CONVENIENT

CONNECTED OCPP

Up to 22kW of 
charging capacity.

IP65 and IK08 protection 
ratings, allowing for 
indoors or outdoors.

IEC 62196 compliant, 
type 2 plug with 5m

cable.

Adjust power as 
needed,  32A-16A.

OCPP 1.6J help you 
connect EV charger 

to the cloud.

Complete with LAN connec-
tivity (Wi-Fi or 4G optional), 

ensuring chargers are 
always online.

CONNECTED

BlackBlack SilverSilverT2ST2ST2 SocketT2 Socket

XIAMEN JOINT TECH. CO., LTD.

Mode 3 Mode 3 

ISO/IEC 15118 ISO/IEC 15118 

CHARGE UP YOUR ROUTINE CHARGE UP YOUR ROUTINE 



Charging InterfaceCharging Interface

Multiple ProtectionMultiple Protection

Operating Temp.Operating Temp.

Relative HumidityRelative Humidity

Cable LengthCable Length

Safety ComplianceSafety Compliance

Input VoltageInput Voltage

FrequencyFrequency

AmperageAmperage

Max. Power OutputMax. Power Output

Net WeightNet Weight

Model No.Model No.

Protection & StandardProtection & Standard

EnvironmentalEnvironmental

50-60Hz50-60Hz

Gross WeightGross Weight

Product DimensionsProduct Dimensions

Package DimensionsPackage Dimensions

DATASHEET

32A32A

230Vac±10%230Vac±10%

32A32A

7kW7kW

4.6kg / 3.2kg4.6kg / 3.2kg

400Vac±10%400Vac±10%

361.5 x 250 x 100mm (Cable) / 361.5 x 250 x 163mm (Socket)361.5 x 250 x 100mm (Cable) / 361.5 x 250 x 163mm (Socket)

497 x 348 x 242mm (Cable) / 455 x 324 x 225mm (Socket)497 x 348 x 242mm (Cable) / 455 x 324 x 225mm (Socket)

IEC 62196-2 Compliant, Type 2/T2S Socket or PlugIEC 62196-2 Compliant, Type 2/T2S Socket or Plug

IEC 61851-1,  IEC 61851-21-2IEC 61851-1,  IEC 61851-21-2

UVP, OVP, RCD (DC 6mA), SPD, Ground Fault ProtectionUVP, OVP, RCD (DC 6mA), SPD, Ground Fault Protection

OCP, OTP, Control Pilot Fault ProtectionOCP, OTP, Control Pilot Fault Protection

-30°C ~ 50°C-30°C ~ 50°C

Up to 95% non-condensingUp to 95% non-condensing

5m Standard Cable (7m Optional with Surcharge) 5m Standard Cable (7m Optional with Surcharge) 

16A16A

11kW11kW

4.4kg / 3.4kg4.4kg / 3.4kg 5.7kg / 3.4kg5.7kg / 3.4kg

5.5kg / 4.2kg5.5kg / 4.2kg 5.3kg / 4.4kg5.3kg / 4.4kg 6.6kg / 4.4kg6.6kg / 4.4kg

22kW22kW

JNT-EVC11/AC07JNT-EVC11/AC07 JNT-EVC11/AC22JNT-EVC11/AC22JNT-EVC11/AC11JNT-EVC11/AC11



OCPP 1.6J, CONNECTED SUCCESSFULLY WITH 50+ GLOBAL EVC PLATFORMS

OCPP1.6JOCPP1.6J

SHOPPING CENTERPARKING STREET CHARGING

Efficient Management Billing System



Align the rear notch of
charger into the wall-mounted
bracket.

Fix two M5 screws to
complete the installation

Drill 4 Screw Holes with a di-
ameter of 8mm and a depth of 
52mm by using mounting 
templates. 

Use 4 sets expansion screw
and M6 screw to fix the
wall-mounted bracket on
the wall.

Step 1

Step 2

Step 3

EASY INSTALLATION


