
Real - �me Status at a Glance
Stay informed with intui�ve LED indicators that show the charger's current working 
state instantly.

 

Customizable Power Output
Select from 8 current levels (6A, 8A, 10A, 13A, 16A, 20A, 24A, 32A) to match your 
vehicle and charging environment - maximizing safety and efficiency.

Flexible Scheduling Op�ons
Set charging dura�on or delay start �me to take advantage of off - peak electricity 
rates or match your daily rou�ne

EVB08

Portable EV charger
plug op�ons

Schuko UK

NEMA 6-20P

CEE CEE

NEMA 14-50P

IP67
Car End Plug

TPU Cable
Cable Length: 

5m / Customiszed

LED
Indicator Light

Current Se�ng
6A, 8A, 10A, 13A, 16A, 20A, 24A, 32A

Switchable

2ʺ inch
Display Screen

Appointment Se�ng



Number of phase / wire

Connector Point

Power factor

Efficiency

Output power

Output ra�ng

Output accuracy

Protec�on

Opera�ng temperature

Storage temperature

Humidity

Al�tude

Charging cable length

Dimension (H * W * D) mm

Weight

Cer�fica�on

Warranty

Func�on Se�ng

IEC 62196 - 2 Compliant, Type 2 with 5m cable

>0.99

>95%

<2% (voltage and current)

Over current, Under voltage, Over voltage, Short circuit, Over temperature

-25°C to +45°C

-30°C to +70°C

<95% rela�ve humidity, non-condensing

<2000m

IP67

IK08

5m

235 * 90 * 65

IEC61851.1 - 2017

IEC62196.1 - 2014

CE

12 months

Current Se�ng & Appointment Se�ng

EVB08
SPECIFICATIONS

Unit: mm

warranty

years
limited1

Input ra�ng

Safety & Compliance

Enclosure Ra�ng

16A

AC 230V

L+N+PE L1+L2+L3+N+PE

32A

AC 230V

32A

AC 380V

16A

AC 380V

3.5KW

AC 230V

7KW

AC 230V

22KW

AC 380V

11KW

AC 380V

1.77kg 2.66kg 3.35kg2.35kgBlack
(Optional)

65

235

90
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