
APPLICATIONS

EVD002

KEY FEATURES AND BENEFITS

Commercial FleetGas Sta�on Parking

warranty

years
limited2

• CHARGING STANDARD DEVELOPED FROM ISO15118-2 & DIN70121

• ENERGY MANAGEMENT VIA OCPP SMART CHARGING PROFILE

• DAYLIGHT READABLE, INTUITIVE TOUCHSCREEN DISPLAY

• NEMA 3S PROTECTION, IK10 VANDAL-PROOF ENCLOSURE 

AND IK08 TOUCH SCREEN 

• FLEXIBLE CONFIGURATIONS INCLUDE CCS1 DUAL AND

CCS1+NACS-DUAL OUTLETS



GREEN   ENERGY
READILY   AVAILABLE

Up to 6560 ft

UL2202、UL2231-1、UL2231-2、UL1998、UL991、UL50E

FCC Part 15

DIN 70121 & ISO15118-2, ISO 15118-20 (OTA update capable)

OCPP1.6 & OCPP 2.0.1

SAE J1772、UL2251

ISO 14443 A/B

EVD002

AC Connection 3-Phase, L1, L2, L3, PE

Input Voltage Range 480V (+10% ~ -15%)

Input Frequency 50Hz or 60Hz

AC Input Power @ 480V 60Hz 52A, 43kVA 78A, 65kVA

DC Output

AC Input

Power Factor (Full Load) ≥0.99

Maximum Power 40kW 60kW

Charging Outlet 1*CCS1 cable+1*NACS cable

Cable Maximum Current 100A 150A

Cooling Method Air - cool

Cable Length 15ft / 23ft (Optional)

DC Output Voltage

Efficiency (Peak)

User Interface

Language System

Authentification

Internet Connectivity

Power On

Standby

Plug The Charging Connector

Authentication (Swipe Card)

Charging In Progress

Finished / Stopped Charging

Reservation Charging

Device Unavailable

OTA

Fault

Operating Temperature

Storage Temperature

Humidity

Operating Altitude

Safety

EMC

EV Communication

Backend Support

DC Connetor

RFID Authentication

USER INTERFACE

LIGHT CODES

ENVIRONMENTAL

ACCORDING TO STANDARDS

MODEL NO. EVD002 / 40U EVD002 / 60U

150-1000Vdc (Constant power from 300-1000Vdc)

≥94.5%

7" LCD high-contrast touchscreen

English (Other languages available upon request)

Green Blinking

Green Blinking

Solid Blue

Green Blinking

Green Blinking

Green Blinking

Green Blinking

Red

Plug & Charge / RFID / QR Code / Auto Charge / Credit Card (Optional)

Ethernet, LTE, Wi-Fi

Blue, Green and Red run clockwise

Solid Green

-4°F to +131°F (De-rating characteristic applies from 122°F)

-40°F to +158°F

<95%, non-condensing


