


Residential Energy Storage System



CHARGERAC 23

Single Phase / All-in-one Hybrid System / 3.68-6 kW
JOINT R-ESS Series

Save Your Energy Bill

Powered by CATL and EVE
Human safe low-voltage solution
Optional AFCI

Smart O&M

24 / 7 cloud monitoring
Easy commissioning via Bluetooth
Remote firmware upgrades

Easy Installation

Stackable design, no wiring required
Compact and space-saving
IP66 rating for protection

Flexible Expansion

Supports both on-grid and off-grid 
parallel configurations
Max. 4 battery packs per system

Smart Home Energy

Supports Self Consumption, Peak 
Shaving,Time-of-use, and Battery 
Priority operation modes
SG Ready Heat Pump compatible

High Performance

DC / AC ratio up to 2
Long battery cycle life



CHARGERAC 24

Three Phase / All-in-one Hybrid System / 4-6 kW
JOINT R-ESS Series

Save Your Energy Bill

Powered by CATL and EVE
Human safe low-voltage solution
Optional AFCI

Smart O&M

24 / 7 cloud monitoring
Easy commissioning via Bluetooth
Remote firmware upgrades

Easy Installation

Stackable design, no wiring required
Compact and space-saving
IP66 rating for protection

Flexible Expansion

Supports both on-grid and off-grid 
parallel configurations
Max. 4 battery packs per system

Smart Home Energy

Supports Self Consumption, Peak 
Shaving,Time-of-use, and Battery 
Priority operation modes
SG Ready Heat Pump compatible

High Performance

DC / AC ratio up to 2
Long battery cycle life
100% three-phase unbalanced output



CHARGERDC 25

Three Phase / All-in-one Hybrid System / 8–12 kW
JOINT R-ESS Series

Save Your Energy Bill

Powered by CATL and EVE
Human safe low-voltage solution
Optional AFCI

Smart O&M

24 / 7 cloud monitoring
Easy commissioning via Bluetooth
Remote firmware upgrades

Easy Installation

Stackable design, no wiring required
Compact and space-saving
IP66 rating for protection

Flexible Expansion

Supports both on-grid and off-grid 
parallel configurations
Max. 8 battery packs per system

Smart Home Energy

Supports Self Consumption, Peak 
Shaving,Time-of-use, and Battery 
Priority operation modes
SG Ready Heat Pump compatible

High Performance

DC / AC ratio up to 2
Long battery cycle life
100% three-phase unbalanced output



Commercial Energy Storage System



CHARGERDC 27

Compatible for Big Capacity PV Panel
WiFi Logger Standard / 4G Logger Optional

High Efficiency up to 98.7%
Smaller and Lighter

Max. PV Voltage up to 1100 V
Type Ⅱ DC / AC SPD

DC / AC Ratio up to 1.5
IP66 Protection

Three Phase / On-grid / 30–50 kW
JOINT INVG SERIES



CHARGERDC 28

JOINT INVG SERIES

Compatible for Big Capacity PV Panel
WiFi Logger Standard / 4G Logger Optional

High Efficiency up to 98.7%
Smaller and Lighter

Max. PV Voltage up to 1100 V
Type Ⅱ DC / AC SPD

DC / AC Ratio up to 1.5
IP66 Protection

Three Phase / On-grid / 30–40 kW



CHARGERDC 29

Reactive Power Control
WiFi Logger Standard / 4G Logger Optional

High Efficiency up to 98.6%
Smaller and Lighter

Max. PV Voltage up to 1100 V
Type Ⅱ DC / AC SPD

DC / AC Ratio up to 1.5
IP66 Protection

Three Phase / On-grid / 50–80 kW
JOINT INVG SERIES



CHARGERDC 30

Compatible for Big Capacity PV Panel
WiFi Logger Standard / 4G Logger Optional

High Efficiency up to 98.7%
Smaller and Lighter

Max. PV Voltage up to 1100 V
Type II DC / AC SPD

DC / AC Ratio up to 1.5
IP66 Protection

Three Phase / On-grid / 125 kW
JOINT INVG SERIES



CHARGERDC 31

Compatible for Big Capacity PV Panel
WiFi Logger Standard / 4G Logger Optional

High Efficiency up to 98.7%
Smaller and Lighter

Max. PV Voltage up to 800 V
Type II DC / AC SPD

DC / AC Ratio up to 1.5
IP66 Protection

Three Phase / On-grid / 75 kW
JOINT INVG SERIES



Commercial Energy Storage System



CHARGERDC 33

JAC20DP2 / JAC25DP2 / JAC29DP2 / JAC30DP2
JAC40DP2 / JAC49DP2 / JAC50DP2
ESS70DE2 / ESS89DE2 / ESS107DE2

JOINT ESS Series

Versatile Application

Ideal for factories, hotels, and farms with DC / AC-coupled solar-storage
No external switching device is required, on/off-grid switching time about
10ms,support direct output backup load

Safe & Reliable

280ah large capacity cell,higher energy density
Carbon monoxide detection, Sound and light alarm, Exhaust fan,
Explosion vent window, Inlet valve, Fire water injection port

Smart Energy

Supports self-consumption, peak shifting, time-of-use, and battery backup
Integrated self-developed BMS / EMS for flexibility

High Performance

Small size, small footprint
Long-lasting battery cycle life

Easy Operation

Compact design saves space
Cloud control with 24 / 7 monitoring



CHARGERDC 34

JOINT ESS Series

Versatile Application

Ideal for factories, hotels, and farms with DC / AC-coupled solar-storage
No external switching device is required, on/off-grid switching time about
10ms,support direct output backup load

Safe & Reliable

280ah large capacity cell,higher energy density
Carbon monoxide detection, Sound and light alarm, Exhaust fan,
Explosion vent window, Inlet valve, Fire water injection port

Smart Energy

Supports self-consumption, peak shifting, time-of-use, and battery backup
Integrated self-developed BMS / EMS for flexibility

High Performance

Small size, small footprint
Long-lasting battery cycle life

Easy Operation

Compact design saves space
Cloud control with 24 / 7 monitoring

JAC80DP2 / JAC100DP2 / JAC110DP2 / JAC125DP2
ESS197DE2 / ESS215DE2 / ESS233DE2



CHARGERDC 35

Safe & Reliable

CATL LFP Battery Cell
Double Fire Suppression System Design

Economical & Efficient

Save CapEx, Expanding as Required
Efficient and Energy-saving HVAC Design

Simple & User-friendly

Pre-installed in Factory for Easy Installation on site
Integrated BMS / EMS, Suitable for Various Applications
Effortless Operation, Cloud Control

1) The ESS197DE battery cabinet supports both a 0.25 C configuration with 
a single JAC50DP and a 0.5 C configuration with two JAC50DP units.

JOINT ESS Series
JAC50DP-ESS100DE / JAC50DP-ESS107DE
JAC50DP(2)-ESS197DE1)



CHARGERDC 36

Safe & Reliable

CATL LFP Battery Cell
Double Fire Suppression System Design

Economical & Efficient

Save CapEx, Expanding as Required
Efficient and Energy-saving HVAC Design

Simple & User-friendly

Pre-installed in Factory for Easy Installation on site
Integrated BMS / EMS, Suitable for Various Applications
Effortless Operation, Cloud Control

JOINT ESS Series
JAC100DH / JAC125DH - ESS215DE / ESS233DE



CHARGERDC 37

JSTS100D / JSTS250D
On-grid / Off-grid / 100–250 kVA

JOINT ACS SERIES

Integrated Off-grid isolation transformer

Supports multi-source access to Grid & PCS & DG power

On & Off-grid switching < 20 ms, support backup Load

Integrated EMS, supports multiple operation modes



JOINTCHARGING.COM
Building 2, No.9 Yangtai Road, Xinyang Street, Haicang District, Xiamen, Fujian, China 361028


